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HEATCOOL 65 #2
KEY FEATURES

- The only turf warranted against reflective burns and melting
from Low-E windows

» Melt-proof up to 460 degrees with Class A Rating, ASTM E108
for Rooftop use, without infill

« Our Nylon products have passed the rigorous ASTM E85 testing,
allowing them to be used indoors + out

*100% Nylon Yarns - Delivers superior performance

» Full Anti-Microbial Construction

* Cooling Technology - lowers lawn surface temperature

* Certified by the ASTM D2859 & ASTM E84 Federal Flammability
Standard

RECOMMENDED APPLICATIONS

VRO

FOOT TRAFFIC

PRODUCT SPECIFICATIONS

Y AT Ty P Nylon
YA O OT . o Verde & Lime Green
Thatch Color. .o e Verde Green & Tan
Face WWeight .. 65 oz/sy
Pile Height .. 1-1/2"
BaCKing oo Black Urethane
VAN L 15 ft
AT ANty L 15-Year Warranty
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(844) 99-TURFS | www.ForeverGreenTurfs.com



ARCHITECT

DESIGN AND BUILD

TESTING SPECIFICATIONS

AATCC 134 - ANti-Static . .. e e e e e e e e e e
ASTM C1028 - Static / Friction

ASTM D1335 - Tuft Bind ... 16.5LB
ASTM F2765 - Lead Levels ..o e e e e e e e e e e e <0.01ppm
ASTM D2859 - Flammability (Pill Test) .. .. e e e e e e e e e e e e e e e e e e Pass
ASTM E648 - Flammability (Critical Radiant FIUX) .. ... e e Pass
ASTM 5034 - Grab Tear Strength . ... e e e e e e e Pass
ASTM F195T - ADA WheelChair . ..o e e e e e e e e e e e e e e e e e Compliant
ASTM F15571 - Water Permeability. . ... e e 575.15 in/hr
ASTM ET08 - Fire Test (ROOf DeckS) ... e e Class A
ASTM E84 - Surface Flammabilty / Smoke Density. ... ... Class C
ASTM 1292 - Impact AttenuUation . ... Pass
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ROOFTOP INSTALLATION
WITH AIRDRAIN SYSTEM

HEI CAndetails BASIC INSTALLTION OVER AGGREGATE BASE
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